
GE Consumer & Industrial Digital Energy™ UPS Pricelist 
SitePro 10-120kVA - инсталлируемый трехфазный ИБП с двойным преобразованием.
Высоконадежный ИБП, выходной изолирующий трансф., высокий вых. к-т мощности (0.9-1),  время работы по запросу, гарантия 1 год

Мощность (кВА) Время авт.работы, (мин)

11715 SitePro 10kVA with 6 pulse rectifier 10 -
11786 RPA  kit installed in factory -
11256 Battery (12Ah) in UPS cabinet - 10
11257 Battery (17Ah) in UPS cabinet - 15
11258 Battery (24Ah) in UPS cabinet - 30
11283 Battery (27 Ah) in UPS cabinet (10 years) - 45
11517 Battery (12Ah) mounted in separate cabinet - 10
11518 Battery (17Ah) mounted in separate cabinet - 15
11521 Battery (24Ah) mounted in separate cabinet - 30
11524 Battery (40Ah) mounted in separate cabinet - 58
11527 Battery (65Ah) mounted in separate cabinet 100
11530 Battery (90Ah) mounted in separate cabinet - 150
11254 Battery fuses for cabinet 500mm,  750/1100mm - -
11237 Battery fuse box (with fuses) - -
11280 Battery contactor mounted in UPS cabinet - -
11292 Input isolation transformer mounted in UPS cabinet batt. cavity - -
11727
11550 Output cabinet 4x -

11716 SitePro 15kVA with 6 pulse rectifier 15 -
11786 RPA  kit installed in factory -
11257 Battery (17Ah) in UPS cabinet - 10
11258 Battery (24Ah) in UPS cabinet - 15
11283 Battery (27Ah) in UPS cabinet (10 years) - 30
11519 Battery (17Ah) mounted in separate cabinet - 10
11522 Battery (24Ah) mounted in separate cabinet - 15
11525 Battery (40Ah) mounted in separate cabinet - 35
11528 Battery (65Ah) mounted in separate cabinet 60
11531 Battery (90Ah) mounted in separate cabinet - 100
11252 Battery fuses for cabinet 500mm,  750/1100mm - -
11238 Battery fuse box (with fuses) - -
11281 Battery contactor mounted in UPS cabinet - -
11293 Input isolation transformer mounted in UPS cabinet batt. cavity - -
11728
11550 Output cabinet 4x - -

11717 SitePro 20kVA with 6 pulse rectifier 20 -
11786 RPA  kit installed in factory -
11257 Battery (17Ah) in UPS cabinet - 6
11258 Battery (24Ah) in UPS cabinet - 10
11283 Battery (27Ah) in UPS cabinet (10 years) - 16
11519 Battery (17Ah) mounted in separate cabinet - 6
11522 Battery (24Ah) mounted in separate cabinet - 10
11525 Battery (40Ah) mounted in separate cabinet - 24
11528 Battery (65Ah) mounted in separate cabinet 40
11531 Battery (90Ah) mounted in separate cabinet - 67
11252 Battery fuses for cabinet 500mm,  750/1100mm - -
11238 Battery fuse box (with fuses) - -
11281 Battery contactor mounted in UPS cabinet - -
11294 Input isolation transformer mounted in UPS cabinet batt. cavity - -
11772
11729
11550 Output cabinet 4x - -

11718 SitePro 30kVA with 6 pulse rectifier 30 -
11786 RPA  kit installed in factory -
11258 Battery (24Ah) in UPS cabinet - 6
11283 Battery (27Ah) in UPS cabinet (10 years) - 10
11523 Battery (24Ah) mounted in separate cabinet - 6
11526 Battery (40Ah) mounted in separate cabinet - 14
11529 Battery (65Ah) mounted in separate cabinet - 25
11532 Battery (90Ah) mounted in separate cabinet - 40
11250 Battery fuses for cabinet 500mm,  750/1100mm - -
11239 Battery fuse box (with fuses) - -
11281 Battery contactor mounted in UPS cabinet - -
11295 Input isolation transformer mounted in UPS - -
11773
11730
11550 Output cabinet 4x -

Input filter for 5th harmonic with power factor correction, mounted inside the batt. cavity for 50Hz
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Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet for 50Hz
Input filter for 5th harmonic with power factor correction, mounted inside the batt. cavity for 50Hz

SitePro 30  - 30kVA

Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet for 50Hz
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-
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Размеры ВxШxГ,  (мм)
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Наименование
SitePro 10  - 10kVA

Input filter for 5th harmonic with power factor correction, mounted inside the batt. cavity for 50Hz

Input filter for 5th harmonic with power factor cor., mounted inside the batt. cavity for 50Hz
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