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SitePro 40 - 40kVA

11719 |SitePro 40kVA with 6 pulse rectifier 40 - 1450x680x800
11560 |SitePro 40kVA prepared for 12 pulse rectifier 40 - 1450x680x800
11786 |RPA kit installed in factory -

11283 |Battery (27Ah) in UPS cabinet (10 years) - 6

11526 |Battery (40Ah) mounted in separate cabinet - 10 1450x500x800
11529 |Battery (65Ah) mounted in separate cabinet - 17 1450x750x800
11532 |Battery (90Ah) mounted in separate cabinet - 30 1450x1100x800
11239 |Battery fuse box (with fuses) - - 300x200x150

11281 |Battery contactor mounted in UPS cabinel - _ _

11241 |Battery fuses for cabinet 750/1100mm - B -

11374 |Input isolation transformer mounted in UPS cabinet batt. cavity - - -

Input isolation transformer (in separate cabinet) - - 1450x500x800
11721 |12 pulse rectifier without galv. separation (in cabinet 500mm’ - - 1450x500x800
11720 |12 pulse rectifier with galv. separation (in separate cabinet - - 1450x500x800
11774 |Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinetfor 50Hz 1450x500x800
11722 |Input filter for 5th harmonic with power factor correction, mounted inside the batt. cavityfor 50Hz -
11550 |Output cabinet 4x | | - 1450x500x800

SitePro 60 - 60kVA
11622 |SitePro 60 kVA with 6 pulse rectifier 60 - 1450x750x800
11815 |SitePro 60 kVA prepared for 12 pulse rectifier 60 - 1450x750x800
11786 |RPA kit installed in factory -
11636 |Battery (65Ah) mounted in separate cabinet - 10 1450x750x800
11637 |Battery (90Ah) mounted in separate cabinet - 18 1450x750x800
11240 |Battery fuse box (with fuses) - - 400x300x200
11242 |Battery fuses for cabinet 750/1100mm - - -
11651 |Input isolation transformer (in separate cabinet - - 1450x500x800
11647 |12 pulse rectifier without galv. separation (in separate cabinet) - - 1450x500x800
11643 |12 pulse rectifier with galv. separation (in separate cabinet) - - 1450x500x800
11775 |Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet, fors0Hz 1450x500x800
11732 |Input filter for 5th harmonic with power factor correction, mounted in separate cabinet, for50Hz 1450x500x800
11635 |Output cabinet 4x [ - [ - 1450x1100x800
SitePro 80 - 80kVA
11623 |SitePro 80 kVA with 6 pulse rectifier 80 - 1450x1100x800
11816 |SitePro 80 kVA prepared for 12 pulse rectifier 80 - 1450x1100x800
11786 |RPA kit installed in factory -
11652 |Input isolation transformer (in separate cabinet) - - 1450x500x800
11648 |12 pulse rectifier without galv. separation (in separate cabinet) - - 1450x500x800
11644 |12 pulse rectifier with galv. separation (in separate cabinet) - - 1450x500x800
11243 |Battery fuse box (with fuses) - - 600x400x200
11724 |Input filter 11th and 13th harmonic, mounted in separate cabinet, for50Hz, only with 12 pulse rectifier 1450x500x800
11733 |Input filter for 5th harmonic with power factor correction, mounted in separate cabinet, for50Hz 1450x500x800
11776 |Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet, for5s0Hz 1450x500x800
11665 |Output cabinet 2x - - 1450x750x800
11666 |Output cabinet 3x - - 1450x1100x800
11667 |Output cabinet 4x - - 1450x1100x800
SitePro 100 - 100kVA
11624 |SitePro 100 kVA with 6 pulse rectifier 100 - 1450x1100x800
11817 |SitePro 100 kVA prepared for 12 pulse rectifier 100 - 1450x1100x800
11786 |RPA kit installed in factory - -
11653 |Input isolation transformer (in separate cabinet - - 1450x500x800
11649 |12 pulse rectifier without galv. separation (in separate cabinet) - - 1450x500x800
11645 |12 pulse rectifier with galv. separation (in separate cabinet) - - 1450x500x800
11244 |Battery fuse box (with fuses) - - 600x400x200
11725 |Input filter 11th and 13th harmonic, mounted in separate cabinet, for5s0Hz, only with 12 pulse rectifier 1450x500x800
11734 |Input filter for 5th harmonic with power factor correction, mounted in separate cabinet, for50Hz 1450x500x800
11777 |Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet, for5s0Hz 1450x500x800
11668 ]Output cabinet 2x - - 1450x750x800
11669 ]Output cabinet 3x - - 1450x1100x800
11670 ]Output cabinet 4x - - 1450x1100x800
SitePro 120 - 120kVA

11625 |SitePro 120 kVA with 6 pulse rectifier 120 - 1450x1100x800
11818 |SitePro 120 kVA prepared for 12 pulse rectifier 120 - 1450x1100x800
11786 |RPA kit installed in factory - -
11654 |Input isolation transformer (in separate cabinet) - - 1450x500x800
11650 |12 pulse rectifier without galv. separation (in separate cabinet) - - 1450x500x800
11646 |12 pulse rectifier with galv. separation (in separate cabinet) - - 1450x500x800
11245 |Battery fuse box (with fuses) - - 600x400x200
11726 |Input filter 11th and 13th harmonic, mounted in separate cabinet, for50Hz, only with 12 pulse rectifier 1450x500x800
11735 |Input filter for 5th harmonic with power factor correction, mounted in separate cabinet,50Hz 1450x500x800
11778 |Distortion Control Unit, filter for 5,7,11,13 harmonics, mounted in separate cabinet,50Hz 1450x500x800
11671 |Output cabinet 2x - - \ 1450x750x800
11672 |Output cabinet 3x - - 1450x1100x800
11673 |Output cabinet 4x - | 1450x1100x800
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